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Wall Lighting

» Wall Geometry Luminaires

PRODUCT CATALOG
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» Wall Lanterns
» Decorative Wall Fixtures

+ Facade Accent Lighting

Pathway & Bollard Lighting

» Pathway Geometry Luminaires
* Garden Bollards

« Step & Walkway Lighting

* Low-level Path Lighting

Modular & System Configurations

« Standard Poles & Extensions (300 / 600 mm)
» Base & Fixing Accessories

* Single / Multi-head Configurations

* Kit Assemblies

Decorative & Accent Outdoor
* Lantern-style Luminaires
» Architectural Accent Fixtures

» Garden & Landscape Highlights




General Specifications:

Input: 220V 50-60Hz AC
Connected load: 10W/ 2*10W
Service life: L70 (25 °C) = 50,000 h

Adjustable Beam Angle: Fixed

Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: 1P65
Electrical class: class |

Salt fog test: 500 h

Wall-Geometry

LGW-01155/0130S



Wall-Linear

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 7-12 W

Service life: L70 (25 °C) = 50,000 h

Adjustable Beam Angle: Yes
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65
Electrical class: class |

Salt fog test: 500 h
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LGP-0108ST

General Specifications:
Input: 220V 50-60Hz AC

Connected load: 8 W

Service life: L70 (25 °C) = 50,000 h
CCT/ switch: 2700k/3000 K/4000K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65
Electrical class: class |
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General Specifications:
Input: 220V 50-60Hz AC

Connected load: 15 W

Service life: L70 (25 °C) = 50,000 h
CCT/ switch: 2700k/3000 K/4000K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65
Electrical class: class |
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LGP-0108ST LGP-01 ST LGP-0108

Standard L:300mm /600mm

WWW.NOVETI.FR
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LGP-0115ST LGP-01 ST LGP-0108

Standard L:300mm /600mm

WWW.NOVETIL.FR
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LGP-0108  KIT-2

LGP-0108 KIT-3
LGP-0108 KIT-4

LGP-0108ST LGP-01 ST

Standard L:300mm /600mm

WWW.NOVETIL.FR

LGP-0108KIT-2

LGP-0108KIT-3

LGP-0108KIT-4
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Pathway-Geometry

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8-15W

Service life: L70 (25 °C) = 50,000 h
Adjustable Beam Angle: Fixed
Colour temperature:
2700K/3000K/4000K

Colour rendering index: > 80
Ingress Protection (IP) rating: IP65
Electrical class: class |

Salt fog test: 500 h

WWW.NOVETIL.FR




General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: 1P65

Electrical class: class |

WWW.NOVETL.FR

LGP-0212ST

600
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LGP-0212ST LGP-02 ST LGP-0212
Standard L:300mm /600mm _ Sl
=
230
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LGP-0212 KIT-2

LGP-0212 KIT-3
LGP-0212 KIT-4

LGP-0212ST LGP-02 ST

Standard L:300mm /600mm LGP-0212KIT-2 LGP-0212KIT-3 LGP-0212KIT-4

WWW.NOVETI.FR
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Pathway-Geometry
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LGP-0306(DB) LGP-0308(DB)

CCLONE %

General Specifications:

160

Input: 220V 50-60Hz AC
Connected load: 6-8-12W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65

Electrical class: class |
WWW.NOVETI.FR

450

LGP-0312(DB)

LGP-0312(DB)

LGP-0308(DB)

LGP-0306(DB)
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LGW-0212

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65

Electrical class: class |
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LGC-0212

185

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65

Electrical class: class |
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LGH-0212

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65

Electrical class: class |
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LGP-0612

LGP-0612H

LGW-0612

600

LGP-0612
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80
Ingress Protection (IP) rating: 1P65

Electrical class: class |
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LGW-0612
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LGP-0612H
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General Specifications:

)\ Input: 220V 50-60Hz AC
| ‘ !| Connected load: 12W
|; ‘ En Service life: L70 (25 °C) = 50,000 h
b = CCT switch:_2700 K-3000k
|/j - \.u./l Colour rendering index: > 80
.H-{qﬁ;-x,\__ Ingress Protection (IP) rating: 1P65
LGW-0712 Electrical class: class |

I /T LGW-0712

£

300

600

Push CCT switch

o o LGW-0712
LGP-0712
WWW.NOVETI.FR LGP-0712H LGP-0712 LGP-0712H
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

Ingress Protection (IP) rating: 1P65

Electrical class: class |

LGW-0808

WWW.NOVETL.FR
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— rT ™M General Specifications:
ﬁ_gt_fl
i Input: 220V 50-60Hz AC
| Connected load: 6-8W
275 o= 240
Service life: L70 (25 °C) = 50,000 h
' Colour temperature: 3000 K
: ol Colour rendering index: > 80
0 . .
Ingress Protection (IP) rating: IP65
LGW-0906S-S - -
LGW-09065-2DS Electrical class: class |
i
-
- -
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450 | | 365 [ 365
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LGW-0908MS LGW-0908S LGW-0906S-2

WWW.NOVETIL.FR
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 6-8W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K

Colour rendering index: > 80

20

Ingress Protection (IP) rating: P65

930
?30 . Electrical class: class |
ﬂ*ﬁé 520 M >20
590 H’
| vﬁ{ - | '/""/Q‘ ’4.
LGW-0908M LGW-0908 LGW-0906-2

WWW.NOVETI.FR
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LGW-0912M

WWW.NOVETL.FR

LGW-0912

580

! . 580

LGW-0908-2

=130

5

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8 -12W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: 1P65
Electrical class: class |
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 6-12 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

Ingress Protection (IP) rating: P65

Electrical class: class |

LGW-1006

LGW-1012

WWW.NOVETI.FR Push CCT switch
Page 24



General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80

Ingress Protection (IP) rating: 1P65

Electrical class: class |

Deep Black+Smoked Glass Bronze+Smoked Glass

LGW-1108

Anthracite +Smoked Glass
WWW.NOVETI.FR
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k-4000K

Colour rendering index: > 80

Ingress Protection (IP) rating: 1P65

Electrical class: class |

Deep Black+Smoked Glass Bronze+Smoked Glass

212y
> Qb

LGW-1108-SW

WWWINOVETLFﬁnthraute +Smoked Glass Push CCT switch
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65

Electrical class: class |

Deep Black+Smoked Glass Bronze+Smoked Glass

192

>

LGW-1108L

Anthracite +Smoked Glass
WWW.NOVETI.FR
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k-4000K
Adjustable power :12W-8W-6W
Colour rendering index: > 80

Ingress Protection (IP) rating: IP65
Electrical class: class |

7

400
600

LGP-0512S LGP-0512M LGP-0512L
Page 28




General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65
Electrical class: class |

magnet a
0 | |
WWW.NOVETI.FR LGP-1108 LGP-1108H
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k-4000K
Colour rendering index: > 80

Ingress Protection (IP) rating: P65
Electrical class: class |
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LGP-1212 LGP-1212H

600

300
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k-4000K

Colour rendering index: > 80

Ingress Protection (IP) rating: 1P65
Electrical class: class |

cable 1.5M
L7 e

LGT-1212 LGT-1212H Page 31
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k-4000K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65

The color can be chosen. Electrical class: class |

A. anthracite

B. pure white

C. deep black ‘)39/‘ \%’

D. Wood color

230

Lot

LGW-1212
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8 W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: 1P65

Electrical class: class |

WWW.NOVETI.FR

Salt fog test: 500 h Page 33



General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W
Service life: L70 (25 °C) = 50,000 h

Colour temperature: 3000 K

Colour rendering index: > 80

. == _| 1 I Ingress Protection (IP) rating: IP65
O [; Q[ 1 \ Electrical class: class |
= E = & = a Salt fog test: 500 h
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65
Electrical class: class |

Salt fog test: 500 h

WWW.NOVETI.FR
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

v Ingress Protection (IP) rating: 1P65

180° Electrical class: class |

LGW-2112
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= General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80

Ingress Protection (IP) rating: IP65

Electrical class: class |

Salt fog test: 500 h

~ WWW.NOVETI.
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12 W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

180°

Ingress Protection (IP) rating: IP65
Electrical class: class |

S
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o oP00 .,
—
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L2655, LOE5,
LGP-2112 LGP-2112H
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8 W

Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: IP65
Electrical class: class |

Salt fog test: 500 h
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W/8X2W
Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: 1P65

Electrical class: class |

180°
180°
N®
™M
™M
(Beam Angle) Accessories
15° i I 3
LGW-1708X2 LGW-1708
Honeycomb
L ,.- s '-
36° 1 e0® [ =}
WWW.NOVETLFR | =
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Accessories

Honeycomb

600

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W/8X2W
Service life: L70 (25 °C) = 50,000 h
Colour temperature: 3000 K
Colour rendering index: > 80
Ingress Protection (IP) rating: 1P65

Electrical class: class |

600

N |
- 2100 - 2100
LGP-1708 LGP-1708X2
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

130

Ingress Protection (IP) rating: 1P65

Electrical class: class |

Push CCT switch LGW-1308

600

e 260 4 D60 4

LGP-1308S LGP-1308M LGP-1308H
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Push CCT switch

LGP-1308M-L
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LGW-1308L
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 8W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

Ingress Protection (IP) rating: 1P65

Electrical class: class |

LGP-1308H-L
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LGP-1408S

General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

Ingress Protection (IP) rating: 1P65
Electrical class: class |

a
an
P60 4 260 4

LGP-1408M LGP-1408H
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General Specifications:

Input: 220V 50-60Hz AC
Connected load: 12W

Service life: L70 (25 °C) = 50,000 h
CCT switch: 2700 K-3000k

Colour rendering index: > 80

Ingress Protection (IP) rating: 1P65

Electrical class: class |

636
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LGP-1508S LGP-1508M LGP-1508H
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